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ANNUAL INSPECTION Ran engine to operation temperatures, drained engine oil and removed oil
filter. Cut open oil filter to check for metal contaminations, none found. Checked cylinder compressions as
. follow; Cyl. #1 80/ 71#2 80/69 #3 80/46 #4 80/70 #5 80/39 #6 BO/72. Removed #3 & #5 cylinders for
low compressions, ground exhaust seat and installed new exhaust valves Continental P/N 655783, Connecting
rods sent to Central Cylinder Service, Inc. for rebushing. Reinstalled with new wrist pins, Continental P/N
630046. Continental rod bolts, P/N 655961, rod nuts, P/N 654490, piston ring set P/N 654716 and gasket
sets, P/N 646563A1. See attached yellow tag from Central Cylinder. Installed new Champion spark plugs P/N
RHB-32E. Installed new Brackett air filter element and C/W AD 2002-26-03 by inspection. C/W AD 96-12-
22 by inspection of the oil filter adapter seal. C/W AD 71-09-07 by inspection of the cabin heat tube. c/wW
AD 88-25-04 by inspection of the magnetos for moisture damage. Serviced engine with (10) gts. Aeroshell
100 mineral oil and (1) CH48110-1 oil filter. Test ran for oil leaks and operations, all ops checks are normal.
I certify that this engine has been inspected in accordance with an annual inspection and was determined tor
be in airworthy condition.
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